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D YEMALEC

DISPLAY FACTORY

High power LED stair light & wall light
Rols C € IP&s

NemO0O1A
Asymmetrical

Nem001B
Asymmetrical

e 182 P 320 Extonal waterproof box for high voltage
57 > 57 > 45
v ~ @° A i L0143 Fo20kP Nem001A Effciency Diagram
80 80
v v
130 Mounting sleeve 131* Mounting sleeve
Nem001A Nem001B Mounting sleeve

o Graphical representation for Nem001A warm white light
Specifications e
12" Die-casting grey powder coated aluminum .T=60-80um B —
ﬂ Adhesion of ISO class 1/ASTM class 4B
Stainless steel SUS 316L"

m Step tempered glass. T=6mm
\oFlJEIe|ERR  1P-67 PG-9 copper and nickel coated
Tooling shaped seal

Constant current output

[OLEIENLIRENIEIEIONE -20°C~ 40°C

SR HOSRN-F 2X1. 0mm? L=0.5m (low voltage)
HO5RN-F 3X1. 0mm® L=0.5m (high voltage)

WIS SEENER  Powder coated aluminum

Lux distance Curve

—_— Light Distribution Curve [Unit: cd]

TR0 £ 50 g L g o0 ) TR0

CO0Max):
cociso
concao, Light Distribution Curve [Unit: cd]

The manufacturer Typical ypical ypical
m ahtsoticell] Seiectadions Degree () fInput voltage )| o0 rating current(mA) consumptmn(w) Iummance (Im)
3x 24VDC Vel Cool white=230
Nem0O01A gl Ssas g 120/240 Ji20vsos ;fgg jg Warm white=210 1 1
24V=320 24V=7.6 o
Nem001B  Sx1W cs 45 24vDC 120V=86 120v=6.3  Coolwhite=460  og Q )

SMD 3535 35 120/240 Jaov=ca 240v=68 Warmwhite=420 ] = ———t — T}

Lux distance Curve
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NEMALEC

DISPLAY FACTORY

LED soft light stair light wall light
Ros (€ IB&s

Nem002A014
Nem002A015
Nem002B014
Nem002B015
Nem002C014
Nem002C015

RGB 5C type

I 598 . - Specifications
4 % N
” > |sIELGE 124 Die-casting grey powder coated aluminum .T=60-80um
\ Adhesion of ISO class 1/ASTM class 4B

S Stainless steel SUS 316L°

587.5 Extenal waterproof box for high voltage
Step tempered glass. T=6mm
\‘ A 1P-67 PG-9 copper and nickel coated

130" Mounting sleeve 131" Mounting sleeve 132" Mounting sleeve Tooling shaped seal
Nem002A014 Nem002B014 Nem002C014 m Constant t output
Nem002A015 Nem002B015 Nem002C015 o pY

Mounting seeve
' (LI REEIETIE -20°C~40'C

Lo EeE Y HOSRN-F 2X1. 0mm2 L=0.5m (low voltage)
HO5RN-F 3X1. 0mm2 L=0.5m (high voltage)

LTI REIEETER 130, 131, 132 Powder coated aluminum

manufemn T Typical Typical

24VDC 24V=100 24v=2.4

Nem0024014 10X SMD5050 120 Tz J20v=e BVET e wnitets aphical representation for

Nem002a015 'O SMDS0S0  ——— 120 24VDC Ezgg 27 48 09 oy

Nemoo2801s 203 SMDSOSO 120 24VDC §§§ 5.4 9.6 09
Nem002C014 40XSMD5050 ~ ——— 120 Do }%?&%%{3 ;éégg?; N nese]

Nem002C015 “Osgg‘af’lzofo _— 120 24VDC E’;EE% 7.2 19.2 09 _ )




B (YEmMACLEC

DISPLAY FACTORY

High power LED recessed wall washer & celling light
RoS ( € |P&s

Nem003A Nem003B

Specifications

12" Die-casting aluminum T=20-25um.Adhesion of ISO class
1/ ASTM class 4B high temperature painting

Emitter type power LED

Low & High Input-Voltage Driver Inside

20C~40C

HO5RN-F 3X1. 0mm’ L=0. 3m (High Voltage)

I HO5RN-F 2X1. 0mm” L=0. 3m (Low Voltage)

Wall recessed Ceiling recessed

>

~
~

v

035" Mounting sleeve

- j 50mm
=4

Tha manufacturer Typical ypical

24VDC Cool white=75 // )
Nem0O3A ~ 1x3W  LO180C010AR 120/240 Warm white=66 -
24VDC S Cool white=75 Installation with clip embedded into i i i
Nem003B 1X3W L0180C010AR 80 120/240 ;38&42 Warm white=66 10 sleeve, fix on the concrete wall Installation with clip
|

4



D YEmMALEC

DISPLAY FACTORY

LED recessed wall washer stainless steel housing
Rots C € IB&s

NemO004A Nem004B

035" Mounting sleeve

Specifications

m Molding shaped stainless-steel SUS 316
Emitter type power LED
m Low & High Input-Voltage Driver Inside
a0c-an

SRR HOSRN-F 3X1. 0mm® L=0.3m (High Voltage)
HO5RN-F 2X1. Omm’ L=0.3m (Low Voltage)

WSS PVC Germany standard type

«

'4
/ mm
s Nem0O4A  1x1W  LO180CO10AR 80 o ;éég}% ﬁ%y 136 ool white=34
Nemop  vaw womcoews w0 RS R EEE G o
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D (YEmMALEC

DISPLAY FACTORY

Super bright LED step ligh
Rots C € IBss

Nem005B

NemO005A Nem005B 041" Mounting sleeve
NemOO5A Effciency Diagram NemOO5B Effciency Diagram
Graphical Representation for Nem005A cool white light
CIsoMan)

Specifications P Lux distance Curve

COC2T0:
12" Die-casting grey powder coated aluminum.

T=60-80um Adhesion of ISO class 1/ASTM class 4B

D113607:304" stainless steel;

D113007:12° Die-casting aluminum . A .
Tempered glass T=3mm
IP-67 copper and nickel coated ﬁ@
Molding shaped silicone seal
Constant voltage output
2oc-doc Graphical Representation for Nem005B cool white light

(LIS 041 PVC Ez”(('“‘j“ — Lux distance Curve

Light Distribution Curve [Unit: cd]

. Typical Typical Typical | . | 4y SC 0] A 4 W A 2

m Lightsource Degree (%) Input voltage (v) operating current(mA) | consumption(w)| luminance (Im) K rate | 525 S 1 SRR R R b (R SR, N e TP
0 10

120V=43 120V=2.8 Cool white=58 S R I AU R W S
NemOO5A  30xSMD3020 iz D/ 20 240V=25 240V=2.9  Warm white=47 %? ' :
,,,,, S NS
120V=43 120V=2.8 Cool white=48 : ;
NemO0O5B 36X SMD3020 120 120/240 o= PR | il W !

T80 BES £ ES 0 15 90 135 T80

Front cover|




Nem002A014
Nem002A015

LED stair light & wall light
Ros C € |Pss

v

W= T T

(S
«85»>

041" Mounting sleeve

12" Die-casting grey powder coated aluminum.
T=60-80pm. Adhesion of ISO class 1/ASTM class 4B

12° Die-casting aluminum PT877U liquid coated ,
T=20-30pm Adhesion of ISO class 1/ASTM class 4B

Tempered glass. T=3mm
IP-67 copper and nickel coated
Molding shaped silicone seal
SMD3020 type power LED
Constant voltage output

-20°C~40°C
HO5RN-F 3X1. 0mm? L=0.5m
041 PVC
120V=36
Nem006 24 XSMD3020 120 120/240 240V=28

C180(Max)
P R —

Light Distribution Curve [Unit: cd]

CO0/C2T)

120V=2.4
240V=3

Cool white=8
Warm white=68

Lux distance Curve

LED recessed wall ligh
RoHs C € |Pss

Nem007A

Nem007B

EMALEC

DISPLAY FACTORY

171
o
o
PTES
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041" Mounting sleeve

Nem0078

12" Die-casting aluminum grey powder coated
T=60-80um. Adhesion of ISO class 1/ASTM class 4B

12" Die-casting aluminum PT877U powder coated
T=20-30pm. Adhesion of ISO class 1/ASTM class 4B

Tempered glass. T=3mm

IP-67 copper and nickel coated
Molding shaped silicone seal
SMD3020 type power LED
Constant current output
-20°C~40C

HO5RN-F 3X1.0mm’ L=0.5m

D1G1807: 136 Zinc-coated steel
D112007: 041 PVC

Nem0O7A 18X SMD3020 120 120/240 ot
120V=25
Nem007B 20X SMD3020 120 120/240 AN

Co(Max):

colc Light Distribution Curve [Unit: cd]

<160~
[n

<79 -

16 -

136° Mounting sleeve

Nem0O7A

Cool white=59 10
Warm white=48
Cool white=66 10

Warm white=53

Lux distance Curve




D (YEMALEC

DISPLAY FACTORY

High power LED wall recessed outline ligh
RoHs (€ |Ps 4

RGB 4C type

NemO08A1 Nem008B1
NemO008A2 NemO008B2

Specifications

12" Die-casting grey powder coated aluminum .
ﬂ T=60-80pum Adhesion of ISO class 1/ASTM class 4B
Staines steel SUS 316"
Optical Glass

MEICHICTELEIR  Rubber seal
Dperating temperature: JEZIXoRZIIke
[WCIGINSERER 035 PVC

i The manufacturer o | Typical Typical Typical
m selected lens. Degree (°) fInput voltage (v) operating current(mA) | consumption(w) luminance (Im) IKrate
45 09

- o7 >
- 280 >
. 24VDC 24v=110 24v=2.6 Cool white=31
Nem008A1 1X3W  LO145F042KP ; 120V=48 120V=3.3 e
A 120/240 240V=28 240V=3.3 Warm white=27
N Nem008A2 1XSW  Lo145F042KP 45 24vDC 838 35 46 09
RGB 3in1 B=54 :
24V=110 24v=2.6 -
24VDC : = Cool white=31
' Nem008B1 1X3W  LO145F042KP 45 T 120V=48 120V=3'3 A L 09

70

v " 240V=28 240V=3.3
<« 49 > 035 Mounting sleeve 035" Mounting sleeve 1X3W R=38
Nem008B2 . L0145F042KP 45 24V DC G=53 3.5 46 09
RGB 3in1 B=54

Graphical Representation for Nem008A2RGB |i

NemO008A1 Nem008A2 NemOO08A3 Nem008B1 Nem008B2 NemO008B3

Ca5(Max):
COCISD;

Lux distance Curve

- CONC2) Light Distribution Curve [Unit: cd]
\ : ‘n éﬁ I
i /
Installation with clip, fix on the| i i B —— ‘ /
ceiling sleeve (in thin wall) 4 P gring -

TR0 35 5 ey




